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Battery-Powered Soldering Iron

 
•	 Easy-to-carry	soldering	iron	powered	by	AA	
alkaline	batteries
•	 Cordless	design	makes	this	iron	very	handy	
and	usable	virtually	anywhere.

Tip included

Battery-Powered Soldering Iron

Specifications

Model No. FX-901

Power supply AA × 4 pcs

Power consumption
Alkaline batteries: 6 W (6 V)

Nickel hydrogen batteries (2150 mAh): 5 W (4.8 V)

Standard tip Shape-B (No.T11-B)

Battery life*
Alkaline batteries: 60 minutes

Nickel hydrogen batteries (2150 mAh): 120 minutes

Total length** 212 mm

Weight*** 76 g

Measurement conditions
· When using new batteries, performance will vary depending on the batteries.
· The operating time was measured from the point that the soldering iron was turned on to 

the point at which the temperature dropped below 300ºC, which is the minimum 
temperature at which soldering can be performed.

* When using batteries other than those specified above, the performance and the 
operating time will vary.

** Without cap
*** Without battery

Easy Replacement

Easy tip replacement

Easy battery replacement

Turn the nipple 
90˚ clockwise.

Packing List

FX-901 Unit, Cap

* Batteries not included

Replacement Tips for the FX-901 Unit: mm
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